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D400 LOCKABLE MANHOLE COVER AND FRAME
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DETAIL
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37N 20 CONCRETE BASE SLAB WITH 1 LAYER OF
A393 MESH LOCATED IN MIDDLE OF SLAB

PETROL INTERCEPTOR NOMINAL SIZE 40 L/SEC, SURROUND DETAILS
SCALE 1:20

PRECAST CONCRETE MANHOLE
1200mm INTERNAL DIAMETER

150mm C30/20 CONCRETE SURROUND

PRECAST CONCRETE CHAMBER SECTIONS AND
COVER SLAB TO BE BEDDED WITH
PROPRIETARY BITUMEN OR RESIN MASTIC
SEALANT OR AN ELASTOMERIC RING

37N 20 CONCRETE SURROUND

NOTE

SEPARATOR TO BE FITTED WITH AN OIL LEVEL ALARM SYSTEM
SO THAT IT WILL RESPOND TO AN ALARM CONDITION WHEN
THE SEPARATOR REQUIRES EMPTYING.

H10 L BARS AT 200mm C/C

H10 L BARS AT 200mm C/C

A393 MESH
(100mm COVER)

37N 20 CONCRETE SURROUND

H10 L BARS AT
200mm C/C
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H10 L BARS AT
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A393 MESH
(100mm COVER)
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600mm GRANULAR MATERIAL TYPE B TO
CL 808 OF THE NRA SPECIFICATION FOR
ROADWORKS
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37N 20 CONCRETE BASE SLAB WITH 1
LAYER OF A393 MESH LOCATED IN MIDDLE
OF SLAB

600mm GRANULAR MATERIAL TYPE B TO CL 808 OF
THE NRA SPECIFICATION FOR ROADWORKS

H10 L BARS AT
200mm C/C

H10 L BARS AT
200mm C/C

BACKFILL MATERIAL TO BE GRANULAR
MATERIAL TYPE B TO CL 808 OF THE NRA
SPECIFICATION FOR ROADWORKS

PRECAST CONCRETE MANHOLE
1200mm INTERNAL DIAMETER

150mm C30/20 CONCRETE SURROUND
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