D400 LOCKABLE, NON ROCKING DUCTILE IRON
COVER AND FRAME TO IS EN 124 "GULLY TOPS
AND MANHOLE TOPS FOR VEHICULAR AND
PEDESTRIAN AREAS".

MINIMUM CLEAR OPENING TO 600mm DIA

FRAMES TO SET ON CLASS 1 MORTAR
WITH ADMIXTURE RONACRETE
"RONAFIX" OR SIMILAR APPROVED

2-4 COURSES OF CLASS B ENGINEERING BRICK TO BS
3921 "SPECIFICATION FOR CLAY BRICKS"

BRICKS TO BE LAID IN ENGLISH BOND USING
CEMENT/SAND (1:3 MIX) MORTAR WITH 10mm SOLID
FILLED BED AND JOINTS FLUSH POINTED.

BRICKWORK AND FRAME HAUNCHED USING
CEMENT/SAND (1:3 MIX) MORTAR

200 PRECAST R.C. ROOF SLAB IN C25/30 CONCRETE.

COVER TO STEEL SHALL BE 40mm

250

15000 PRECAST

CONCRETE RINGS WITH
SEALED JOINTS

150mm C16/20/mm
CONCRETE SURROUND

MAX 600 ROCKER PIPE

150

188

OUTLET PIPE

MAX . L=

<

375(%)

"HYDRO-BRAKE" OUTLET
TO MANUFACTURERS

DETAILS

o

ALL STEP RUNGS AT 300ctrs
RUNGS CENTERED UNDER
MANHOLE COVER 450 MAX
TO BOTTOM STEP RUNG

INLET PIPE FROM

STORMWATER
STORAGE AREA

150min

"HYDRO-BRAKE" OUTLET

200(*) | 150

(*) DIMENSION TO BE APPROVED BY HYDRO-BRAKE" SUPPLIERS

SECTION A-A
SCALE 1:20

TO MANUFACTURERS DETAILS

OUTLET PIPE

CONCRETE CLASS C25/30 BASE
ON 75mm SAND BLINDING

SUMP

1/30

INLET PIPE

OUTLET PIPE@ +400

L)

SECTION B-B
SCALE 1:20

PLAN
SCALE 1:20

4B

TYPICAL "HYDROBRAKE" MANHOLE DETAIL

SCALE 1:20

15000 PRECAST
CONCRETE RINGS WITH
SEALED JOINTS

150mm C16/20/mm
CONCRETE SURROUND

2-4 COURSES OF CLASS B ENGINEERING BRICK TO BS
3921 "SPECIFICATION FOR CLAY BRICKS”

BRICKS TO BE LAID IN ENGLISH BOND USING
CEMENT/SAND (1:3 MIX) MORTAR WITH 10mm SOLID
FILLED BED AND JOINTS FLUSH POINTED.

200 PRECAST R.C. ROOF SLAB IN C25/30 CONCRETE.
COVER TO STEEL SHALL BE 40mm

R LR

AN
/\//\ \///\/

A\

72

/}

1500

15008 PRECAST

CONCRETE RINGS WITH
SEALED JOINTS

150mm C16/20/mm
CONCRETE SURROUND

"HYDRO-BRAKE" OUTLET
TO MANUFACTURERS DETAILS

O

NN

CONCRETE CLASS C25/30 BASE
ON 75mm SAND BLINDING

SECTION B-B

SCALE 1:20

900 MIN.

75

VARIES

500

&——— FINISH AS PER INSTALLATION LOCATION

SELECTED FILL MATERIAL AS REQUIRED

p——— 75mm 8/12 CLEAN CRUSHED CHIP

BLINDING

IMPERMEABLE HDPE GEOMEMBRANE &
PROTECTED GEOTEXTILE TO
MANUFACTURES SPECIFICATION.

CELLULAR ATTENUATION TANK UNITS WITH
MINIMUM VERTICAL LOADING OF 17.5
TONNES/m?

75mm 8/12 CLEAN CRUSHED CHIP
BLINDING

p—— 500mm GRANULAR MATERIAL 6F2 TO

TABLE 6/1 OF THE NRA SPECIFICATION

GEOGRID

NOTE: CONTRACTOR SHALL CARRY OUT
450mm x 450mm PLATE BEARING TESTS
AT 500mm BELOW PROPOSED LEVEL OF
THE ATTENUATION TANK BASE. THE
CONTRACTOR SHALL SUBMIT CBR RESULTS
TO EMPLOYER'S REPRESENTATIVE FOR
REVIEW PRIOR TO PROCUREMENT OF
GEOGRID AND EXCAVATION OF REMAINING
GROUND.

HINGED, LOCKABLE DUCTILE
IRON GULLY GRATING & FRAME,
CLASS D400 TO EN124.

SURFACING DISHED OUT TO A DEPTH OF

25mm AT GULLY.

VARIES FROM 310mm TO 375mm

150mm @ OUTLET

PRECAST CONCRETE ROAD
GULLY TO B.S. 5911 300mm
x 450mm x 760mm DEEP.

MIN. 150mm THICK GRADE C20 —
CONCRETE SURROUND AND BED

SURFACE WATER SEWER SURROUNDED IN 150mm

GRADE 20 CONCRETE FOR A LENGTH OF 1 METRE ,/é

AT CONNECTION TO GULLEY PIPE. (ELSEWHERE
GRANULAR BEDDING.)

(DEPENDING ON GULLY STRENGTH CLASS)

150mm @ uPVC PIPE ENCASED IN MIN.
150mm GRADE 20 SURROUND

25mm DISCONTINUITY OF CONCRETE AT
ALL CONNECTING PIPE JOINTS FORMED
USING SHEET POLYSTYRENE.

PROPRIETARY Y-SOCKET

<

PIPE TO BE USED FOR
MAIN SEWER LINE

\\\ ST
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