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NOTES: 1. DO NOT SCALE. USE FIGURED DIMENSIONS ONLY. ALL DIMENSIONS DIMENSIONS IN MILLIMETERS UNLESS NOTIFIED OTHERWISE. 2. MECHANICAL SUB-CONTRACTOR WILL COORDINATE THE FINAL POSITIONS OF ALL EQUIPMENT AND SERVICES WITH ALL OTHER TRADES. COST INCURRED DUE TO LACK OF  COORDINATION WILL NOT BE ENTERTAINED. 3. ALL DIMENSIONS TO BE CHECKED ON SITE PRIOR TO FABRICATION. 4.THE MECHANICAL SUB-CONTRACTOR SHALL COORDINATE WITH THE MAIN CONTRACTOR THE SIZE AND LOCATION OF ALL PLANT ROOM PLINTHS. FINAL POSITIONS TO BE AGREED WITH THE MECHANICAL ENGINEER AND  ARCHITECT. 5. PIPE WORK SUPPORTS ARE OMITTED FOR CLARITY. 6. AIR VENTS TO BE PROVIDED AT ALL HIGH POINTS IN THE SYSTEM AND DRAIN COCKS TO BE PROVIDED AT ALL LOW POINTS IN THE SYSTEM 7. ALL CONCEALED PIPEWORK TO BE INSULATED WITH 20MM FOIL BACKED MINERAL INSULATION. 8. ALL PIPE WORK JOINTS TO BE WELDED AND TESTED PRIOR TO ANY CONCEALMENT. 9. TIMBER SUPPORTS TO BE PROVIDED FOR STATS AND RADIATORS ON PARTITION WALLS 10. MYSON/PEGLER LOCKSHIELD AND TRV TO EACH RADIATOR. 11. ALL UNDERFLOOR PIPING FROM MANIFOLD TO EACH RADIATOR TO BE 15MM  MULTILAYER ALUPLEX PIPES.REFER TO ENGINEERING SPECIFICATION FOR FURTHER DETAILS OF THIS PIPING TYPE. 
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Wall mounted thermostat controlling heating system
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Mitsubishi R32 split heat pump packaged cylinder,  c/w integrated FTC6 controller, circulating pumps, expansion vessel and DHW cylinder, Dimensions (WDHmm) 595x680x1600mm

AutoCAD SHX Text
Polytherm 6-port stainless steel recessed heating manifold located beside cylinder, c/w 28mm  f+r from cylinder and2-port motorised valve

AutoCAD SHX Text
4.6 kW R32 split heat pump condenser, c/w 6.35mm  and12.7mm  liquid and gas pipeworkwith 8mm insulation to internal unit, Dimensions (WDHmm) 840x360x880mm
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15mm  insulatedmultilayer Aluplex pipework from heating manifold to each radiator
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ESB meter cabinet
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